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PILOTS & RELAYS
CODE BUILDER
P SERIES (PILOTS)

Series:

  P  =  Pilots & Relays

Model:

   DH  =  Diaphragm Controlled / high pressure Not all selections available on all products listed. 
See product pages 01:10.1 - 01:10.6 for available optionsAction:

   N  =  Indirect

   D  =  Direct

   F  =  Differential

Shell Material:

   D  =  Ductile Iron 

Control Range:

   1  =  0 - 300 psig Options:  Additional cost and lead times will apply

Service Type: If multiple options required input in sequential order

   S  =  Standard Leave blank if no options required

   C  =  Corrosive   1  =  NACE Certification (Corrosive Option Only)

  2  =  Hydrostatic Test Certification

  3  =  MTR (Shell Components)

P DH N D 1 S   A  =  AFLAS Elastomer

  H  =  HSN Elastomer

  V  =  FKM Elastomer

  X  =  Export (Hydrostatic test, MTR & 3.1)

Series:

  P  =  Pilots & Relays

Model:

   BH  =  Bellows Controlled / high pressure Not all selections available on all products listed. 
See product pages 01:20.1 - 01:20.3 for available optionsAction:

   N  =  Indirect

   D  =  Direct

Shell Material:

   W  =  Steel

Control Range:

   5  =  75 - 750 psig

   6  =  125 - 1500 psig

   7  =  200 - 2500 psig Options:  Additional cost and lead times will apply

Service Type: If multiple options required input in sequential order

   S  =  Standard Leave blank if no options required

   C  =  Corrosive   1  =  NACE Certification (Corrosive Option Only)

  2  =  Hydrostatic Test Certification

  3  =  MTR (Shell Components)

P BH N W A S   A  =  AFLAS Elastomer

  H  =  HSN Elastomer

  V  =  FKM Elastomer

  X  =  Export (Hydrostatic test, MTR & 3.1)
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